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CAUTION Use of controls or adjustments or performance of procedures other than those specified
herein may result in hazardous radiation exposure. The DVD player should not be adjusted or
repaired by anyone except properly qualified service personnel. These numbers are allocated
according to where the player and disc are sold.No part of this work may be reproduced, modified,
distributed or otherwise used without prior written permission. Dolby and the doubleD symbol are
trademarks of Dolby Laboratories. Manufactured under license from Dolby Laboratories.
Confidential unpublished works. Save all packing materials, which provide the safest way to
transport your system. Check to be sure your system includes the parts shown in Figure 1. If any
part of the system appears damaged, do not attempt to use it. Notify Bose or your authorized Bose
sheet included in the carton. Note The speakers can be mounted on Bose brackets, table stands, or
floor stands. For order ing information, refer to “Accessories” on page 54. Additional or longer
cables may also be ordered. Refer to the list of offices included in the product carton. Connecting
the Acoustimass module to the media center Plug one end of the Acoustimass module cable into the
Acoustimass Module jack on the rear of the media center Figure 6. Figure 8 Separating left and
right speaker cords 3. Unwind the wires for each antenna to provide the best reception. Figure 10
Antenna connections FM dipole antenna. Making audio connections Note If your TV does not have
audio output jacks, see “If your TV does not have audio output jacks”. Before you proceed, you must
determine if your TV has audio output jacks. Consult your TV owner’s guide if you need assistance.
To do this, you will need one additional video cable, which can be purchased at your local electronics
store. Note For more information, or to purchase the video cables, contact your local electronics
store or authorized Bose dealer. Nederlands
Svenska.http://digemnd.com/UserFiles/8830-blackberry-manual.xml

bose 123 gsx manual, bose 123 gsx manual pdf, bose 123 gsx manual download, bose
123 gsx manual free, bose 123 gsx manual 2017.

Use an optical digital cable or a coaxial digital cable, as appropriate, to connect this output to the
digital input on the media center. You can purchase the required cables at a local electronics store.
Con nect the video output of the game console to the C composite Video IN jack. Figure 18 Game
console connections Game console connection panel. Voltage variations and spikes can damage
electronic components in any system. A quality suppressor can eliminate the vast majority of failures
attributed to surges and may be purchased at electronics stores. Be sure to perform step 4 and play
the setup DVD. The setup DVD can help you verify that you set up your system cor rectly for proper
sound performance. Requires special remote settings.Requires special remote settings.The symbol
defines the function.Control panel The media center has six buttons located on the top control panel.
Playing other sources Turn on any component connected to the media center by using the remote for
that compo nent or controls on the component front panel. For that purpose, each source you use
with this system has its own Settings menu with features appropriate to that source. To view the
settings menus You can see the Settings menu for each source on your TV screen Figure 24 and on
the display panel of your media center Figure 25. You can use the actions above to change back to
the original default settings, too. Do that if you do not like the effect of a change you have made, or
accidentally made a change you did not intend. Press Exit to remove the menu from the screen. Item
CD settings menu To see the CD Settings menu, press CDDVD on the remote while playing an audio
CD. Then press Settings. Then press Settings. Press Exit to remove the menu from the screen.There
are no separate setting menus for these sources. Movie EQ, Range Compression and Mono Decoding
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appear in the menu only if Audio Processing is set to User
Adjustable.http://www.evpersoneli.net/ev-personeli/8830-world-edition-manual.xml

If your system operates as you want it to, there may be no need for any changes. In some cases,
however, changes are required to make the system fully compatible with the installation options you
have chosen. Nederlands Svenska select navigate Description Media center display lights with a
midrange brightness. Figure 31 Remote Control system options navigate System Option Settings TV
Brand Brand name TV Device Code Code number CBL SAT Device. To activate this feature, you need
to set a level of restriction and establish a password in the DVD Lock section of the System menu. Do
not use any solvents, chemicals, or cleaning solutions containing alcohol, ammonia, or abrasives.
Bose also offers cable adapters for use in running speaker cable through walls. For further
information or to order the mounting brackets, stands, or cable adapters, contact your Bose dealer
or Bose Corporation directly. This allows the unit to reset itself.For the remote setup procedure, see
your owner’s guide. To find available codes for a device, search the listing under the appropriate
device type heading. It will help you set up and operate your system properly, and enjoy all of its
advanced features.Yet its few parts require little effort to set up, so you can enjoy your new system’s
performance right. Dolby Digital is the most common means of encoding audio for DVDVideo. It is
the width of the picture relative to the height. Save all packing materials, which provide the safest
way to transport your system. Notify Bose or your authorized Bose sheet included in the carton. The
Acoustimass will connect to a power outlet. For ordering information, refer to “Accessories” on page
46.Figure 8 System placement for ideal coverage CAUTION Be sure to read the section on making
the connections before you plug in the system. Figure 12 Making the left and right speaker
connections Note When properly inserted, there will be a small gap between the plug and the
speaker panel.

Unwind the wires for each antenna to provide the best reception. Note An outdoor antenna may be
used in place of the two that are supplied.Note If your TV does not have an audio output jack, see “If
your TV does not have audio out put jacks”. This cable may be purchased from your Bose dealer or a
local electronics retailer. Before you pro ceed, you must determine if your TV has audio output jacks.
Consult your TV owner’s guide if you need assistance. When the TV is on, the words “VIDEO 1”,
“VIDEO 2”, or “AUX”. For this type of connection, you will need one additional video cable, which
can be purchased at your local electronics store. Figure 22 AUX input connections Connecting other
playback equipment Other playback components, such as an audio CD changer, can be connected to
the AUX inputs on the rear panel of the media center Figure 22. Or, you can press any source button
on the remote to select the source and turn the system on at the same time. See “Selecting the
correct video input on your TV”. To contact Bose for information on how to purchase the remote
separately, refer to the address sheet included with the system. Control panel and buttons The
media center has eight buttons located on the top control panel. To enter the Settings menu Before
you begin, make sure you have selected the correct Video Input setting on your TV. To check the
system status Figure 27 A DVD status example Settings DVD You can also press any source button
on the remote to turn the system on and select the source at the same time. The 8 levels of parental
control correspond with the ratings on DVDs, and are usually equivalent to standard movie ratings
provided by the Motion Picture Association of America MPAA. For more details on changes you can
make to the settings, refer to the Sound Adjustments and System Adjustments sections of this guide.

For more details on changes you can make to the settings, refer to the Sound Adjustments and
System Adjustments sections that follow in this guide Selection CD setting options Sleep Timer. To
store a particular station 1. Automatically engages Bose Dolby Digital bitstream indicates that it
contains a mono program.A menu of the available settings for the current source will be displayed
on your TV screen. 3. Using the Tune 4. DVD Setup Video Format Video Black Level DVD Setup
submenu The DVD Setup submenu lists options for how the DVD player should operate, including
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Parental Control. This allows the unit to reset itself. After reconnecting the power cord, wait for the
mes sage, “BOSE 321” to appear on the media center display.Details of the warranty are provided on
the warranty card that came with your system. Used Very GoodReturn within 14days, the Buyer is
responsible for all the shipping charge. Thank you very muchPlease try again.Please try again.Please
choose a different delivery location.CDs, VHS tapes, and even mono TV programs,that werent
recorded in surround soundRegister a free business account Please try your search again later.Half
the size of the original 321 systems speakers, Boses patented Gemstone speaker array works in
concert with the systems TrueSpace surround processing to deliver a spacious, multichannel
presentation from just 2 visible speakers and a hideaway Acoustimass module. Using Bose
TrueSpace proprietary digital processing circuitry, the 321 GS.II system improves the sense of
spaciousness imparted by stereo recordings and exciting movie effects from Dolby Digital and DTS
surroundencoded materials. Yet its few parts require little effort to set up, so you can enjoy your
new systems performance right awayit even comes with a helpful system setup and demo disc.

Progressive scanning, referred to as 480p for the number of horizontal lines that compose the video
image, creates a picture using twice the scan lines of a conventional DVD picture, giving you higher
resolution and sharper images while eliminating nearly all motion artifacts. Proprietary Videostage 5
decoding circuitry goes beyond conventional digital technology to bring new life to old movies and
music. It gives you a surround sound experience from practically any source, including older media
such as videotapes, stereo CDs, even mono TV programs. Advanced postprocessing techniques
automatically deliver a clear, onscreen audio center image and balanced surround sound, similar to
that of a 5.1encoded DVD. In the Bose Acoustimass module, 2 downwardfiring drivers give you
powerful performance for the lowest audible notes and effects. And proprietary Bose technology
ensures that you hear with clarity the proper balance of deep lows from all channels for music and
movies. Hide the module almost anywhere, even behind furniture, and all the sound seems to come
from the small cube speaker arrays. If you have other Bose hardware already in placea Wave music
system, a 321 Series II DVD system, or a Lifestyle systemyou can hook it up to this 321 GS.II system
using an optional 50foot Bose link B connection cable to extend your entertainment to an additional
listening area. You can also expand upon the 321 GS.II system later by integrating it with a Lifestyle
system. Note Bose recommends that you maintain at least 3 feet 1 meter of space between the 2
speakers with no more than 3 feet 1 meter between each speaker and the edge of your TV screen.
Amazon calculates a product’s star ratings based on a machine learned model instead of a raw data
average. The model takes into account factors including the age of a rating, whether the ratings are
from verified purchasers, and factors that establish reviewer trustworthiness. Please try again later.
Fabio Arturo Penaranda 4.

0 out of 5 stars Had heard it displayed in Bose store. At home, hooked to my new home theater
system, it blew me away!!!! I cant get enough of it. I have a 1400square foot home, open floor plan
and it more than fills the space. Get the dandy floor standsThe equipment even though many years
old, was in good working condition. Page Count 92 It will help you set up and operate your system
properly, and enjoy all of its advanced features. Sav e your owner’ s guide for future r eference. WA
R N I N G T o redu ce the risk of fire or electric shock, do not expose the sy stem to rain or moisture.
WA R N I N G This apparatus shall not be exposed to dripping or splashing, and objects filled with
liquids, such as vases, shall not be placed on the apparatus. As with any electronic products, use
care not to spill liquids in any part of the system. CAUTION T o prevent electric shock, match wi de
bl ade of plug to wide slot, insert fully. CAUTION No naked flame sources, such as light ed ca ndles,
should be placed on the apparatus. CAUTION Use of controls or adjustments or pe rformance of
procedures other t han those specified h erein may result in hazardous radiation exposure. The DVD
pl ayer should not be adjusted or repaire d by anyone except properly qualified service personnel.
Class B emissions limits This Class B digital appa ratus meets all requir ements of the Canadian
Interfer enceCausing Equipme nt Regulations. Batteries Please dispose of used batteries proper ly,



following any local regulations. No part of this work may be reproduced, modified, distributed, or
otherwise used without prior written permission. Manufactured under license from Dolby Labora
tories. “Dolby” and the doubleD s ymbol ar e trademarks of Dolby Laboratories. All rights reserved.
This product contains one or more pr ograms protected under international and U.S. copyright laws
as unpublished works. They are confidential and proprietary to Dolby Laboratories.

MPEG Layer 3 audio compression technology licensed by Fraunhofer IIS and THOMSON
multimedia. “DTS” and “DTS Digital Surround” are r egistered trademarks of Digital Theater
Systems, Inc. These numbers are allocated ac cording to where the player and disc are sold. Then be
sure to choose only DVD discs that show the same region number on the disc label or fr ont cover.It
is the width of the picture relative to the height. Our standar d TV picture, in terminology used by
that indus try, is 4 units wide by 3 units high, or 43 r ead as 4 by 3 in aspect r atio. It provides the
highest le vel of video quality. NTSC and P AL are ex amples of composite video systems. Use of this
copyright protection technology must be aut horized by Macrovisi on Corporation, and is intended
for home and other limited viewing uses only unless otherwise authorized by Macrovision
Corporation. Reverse engineering or dis assembly is prohibited. Consumers should note that no t all
high definition television sets are fully compatible with this product and may cause artifac ts to be
displayed in the pict ure. In case of 525 or 625 progressive scan picture pr oblems, it is
recommended that the user switch the conne ction to the “standard de finition” output. If there ar e
questions regarding our TV set compatibility with this model 525p and 625p DVD player, please
contact our customer service cent er.A television format us ed extensively in W estern Euro pe. N ot
compatible with all video displays. Sometimes used interchangeably with DVR for Digital Video
Recor ding, but may include nondigital technology, as used in VCRs. Most highend televisions have
Svideo inputs. Details of the limited warr anty are pr ovided on the product r egistrat ion card that
came with your system. Please fill out the information section on the card and mail it to Bose.
Failure to do so will not af fect your limited warranty rights.

This product inc orporates copyright protected technology and other inte llectual property rights
owned by Cirrus Logic, Inc.Use of this copyright prote cted technology is limited sole ly to use with
the Cirrus Logic integrated circuits incorporated in this product. Reverse engineering or
disassembly is prohibited. Gracenote is the industry standard in music recognition technology and r
elated content delivery. Gracenote and CDDB are register ed trademarks of Gracenote. The
Gracenote logo and logotype, the Gracenote logo, CDDB logo and l ogotype and the “Powered by
Gracenote” logo are trademarks of Gracenote. All Music Guide is a register ed T rademark of AEC
One Stop Gr oup, Inc. Save all packing materials, which pr ovide the safest way to transport your
system. Check to be sure your system inc ludes the parts shown in Figure 1. If any part of the system
appears damaged, do not attempt to use it. For Bose contact information, refer to the address sheet
included in the carton. WA R N I N G T o avoid danger of suffocation, keep t he plastic bags out of
the reach of children. Figure 1 Contents of the shipping carton For your records Now is a good time
to f ind the serial numbers on the bottom of the med ia center and on the rear of the Acoustimass
modu le. Plea se recor d them he r e an d on your pr oduct registration card. Y ou will need to have
them ready if you ever need to contact Bose Customer Service.Positioning the media center
CAUTION Do not bloc k any ventilation openings. F or reliable operation of the product and to
protect it from overheating, pu t th e product in a position and location that will not interfere with its
proper ventila tion. For example, do not place the produ ct on a bed, sofa, or s imilar surface that
may block the vent ilation openings. Figure 2 Sample media center and speaker placement Note The
left and right speake rs are magnetically sh ielded to prevent interference with your TV screen.

Right speaker Left speaker 3 ft 1 m maximum 3 ft 1 m maximum 3 ft 1 m minimum Media center V
ibration can cause the speak ers to move, particularly on smooth surfaces like marble, glass, or high
ly polished wood. If you are placing the speakers on a flat surface, be sure to attach one set of the



small rubb er feet to the bottom surface of e ach speaker. T o conta ct Bose, refer to the list of
offices included in the product cart on. Note The speakers can be mounted on Bose brackets, table
stands, or f loor stands. For ordering information, refer to “Accessories” on pa ge 66. Additional or
longer c ables may also be ordered. Do no t place the spea kers at an angle. Angling one or both
speakers into or away from the listening ar ea signifi cantly alters system performance. Figure 5
Recommended orientation of the module CAUTION Do not block th e openings on the back of the
module, which provide ventilation for the builtin circuitr y. CAUTION The Acoustimass module
generates a magnetic field. Although th is is not an immedi ate risk to your video tapes, au dio tapes,
and othe r magnetic media, you sh ould not store any of these items direc tly on or near the module.
3 ft 1 m minimum A C I N P U T M U S I C C E N T E R Note The jacks for the Acoustimass module
cable are keyed so that the cable connectors only plug in one way. Make sure that the arrow on the
connector body faces up when plugging in the cable. Figure 6 Acoustimass moduleto media center
connection Connecting the speakers to the Acoustimass module 1. Insert the singleplug end of the
speaker cable into the SPEAKERS jack on the r ear panel of the Acoustimass mo dule Figure 7.
Tighten both screws on the plug. Refer to the list of office s included in the product carton.
Acoustimass module input jack Acoustimass module cable Media center rear panel Acoustimass
module rear panel Acoustimass module input jack Acoustimass module cable Speaker cable Figure 8
Separating left and right speaker cords 3.

Plug the LEF T speaker cable into the r ear jac k of th e left speaker Figure 9. Plug the RIGHT
speaker cable into the rear jack on the right speaker. Figure 9 Left and right speaker connecti ons
Note Make sure cable conn ectors are fully insert ed and seated firmly in the speaker jacks. RIGHT
speaker cable LEFT speaker cable U nwind the wires for each anten na to provide the best re
ception. Note An outdoor antenna may be used in plac e of the supplied indoor antennas. T o add an
out door antenna, consult a qualifi ed installer. Follow all safety instru ctions suppli ed with the
antenna. Figure 10 Antenna connectio ns FM antenna Plug the FM antenna into the FM jack on the
media center rear panel. Spread out the antenna arms and move them around to establish optimum
FM reception. Extend the antenna as fa r from the media center and ot her equipment as possible.
AM antenna Plug the AM loop antenna in to the AM jack on the media center rear panel. Experiment
with positioning the loop for optimum AM reception. Follow the instructions e ncl osed with the AM
loop antenna to stand it on the supplied base or mount it to a wall. Connecting cable FM radio Some
cable TV providers make FM radio signals available through the cable service to your home. This
connectio n is made to the external FM jack on the back panel of the media center. T o connect to
this ser vice, contact your cable T V provider for assist ance. If nece ssary, contact your cable
company. FM dipole antenna AM loop antenna Media center Inse rt the white RCA plug into the TV
white L jack. Insert the red RCA plug into the TV red R ja ck. 2. Connect the ot her end of the stereo
cable to th e audio output jacks on you r TV. Insert the white RCA plug into the white AUDIO OUT L
jack. Insert the r ed RCA plug into the r ed AUDIO OUT R jack. Making composite video connections
Note Some older TVs with standard TV c able co nnectors do not ha ve a composite video or an
Svideo input.

Such TVs are not compatible with any DVD players and re quire use of an RF modulator for this
connection. RF modulators are availa ble at your local electronic s store. 1. Insert one end of the
supplied vi deo cable y ellow to the Vid eo OU T C composite jack on the back of the media center
Figure 11. 2. Insert the othe r end of the video cable into one of the video input jacks on your TV.
Figure 11 TV composite videoto media center connections W rite the name of the video input jack
used on your TV in the box on page 25.Insert the red RCA plug into the TV re d R jack. 2. Connect
the ot her end of the stereo cable to th e audio output jacks on you r TV. Insert the r ed RCA plug
into the r ed AUDIO OUT R jack. 3. Insert one end of the supplied video ca ble yellow to the Vi de o
O UT C composite jack on the back of the media center. In sert the other en d of the video cable int o
one of the video input jacks on your TV. Figure 12 Option A connections W rite the name of the video



input jack used on your TV in the box on page 25.Insert the wh ite RCA plug into the AUX white L
jack. Insert the red RCA plug into the AUX re d R jack. 2. Connect the ot her end of the stereo cable
to the AUDIO OUT jacks on your VCR. Insert the red RCA plug into the red AUDIO OUT R ja ck. 3.
Insert one end of the supplied video cable yellow into the VIDEO OUT jack on the back of your VCR.
Insert the other end of the c able into the V ideo IN C composite jack on the back of the media
center. 4. Insert one end of th e second video cable yellow into the Video OUT C composite jack on
the back of the media center. Insert the other end of th e cable into one of the video input jacks on
your TV. Figure 13 Option B connection s W rite the name of the video input jack used on your TV in
the box o n page 25.Y ou will need a Y adapter cable available at electr onics stores to connect audio
to the media center. Otherw ise, you will hear mono sound from both speakers.

The fo llowing describes how to us e these connections. Making Svideo connections higher quality
video An Svideo input jack, pr ovided on many TVs, delivers a higher qu ality TV picture than the
composite video output connection shown in Figure 11. Figure 14 TV Svideotomedia center
connections Svideo cable Stereo ca ble red and white connectors Media center rear panel TV TV
connector panel IMPORT ANT If you use Svideo to connect your TV to the media center, you must
also use Svideo to connect all other devices such as a cable box and VCR to the media center. T o
turn on the progressive scan feature, see “Video options” on page 60. For the highestquality video fr
om DVDs, you may want to use a component video connec tion between the media cent er and the
TV. T o do so, your TV must pr ovide compone nt video jacks typically labelled Y, Pb, and Pr. Refer to
your TV owner’ s guide for mor e information. T o make component video connections you will need
a component video cable that is long enough to reach fr om the rear of the media ce nter to your TV
Figure 15. If the cable is not supplied with your TV, you can pur chase it separately. 1. On the media
cent er rear panel, plug one end of the component vid eo cable into the Component Y, Pb, and Pr
video output jacks Figure 15 . Be sure to match the color of the plug with the co lor of the jack. 2.
Plug the other end of the component video cable into the corr esponding color or letter code
component video jack on the back of your TV. Media center rear panel Component video output
jacks TV connector panel example Stereo cable red and white connectors Component video cable
IMPORT ANT FOR COMPONENT VIDEO USERS Input signals r eceived b y the C Composite or
SVideo IN jacks are not passed through to the Component video OUT jacks. If you connect an ex t
ernal video device to the C or SVideo IN jack, you must also connect the C or SVideo OUT jack on
the media center to the respective video input jack on your TV.

T o view the external video input on your TV, you will need to select the TV video input used for th at
device. Y green Pb blue Pr red Use an optical digital cable or a coaxial digital cable, as appr opriate,
to connect this output to the digital input on the media center. Y o u can purchase the requir ed
cables at a loca l electr onics store. On the media center rear panel, an opt ical digital cable
connects to the Optical jack. A coax ial cable connects to the audio input ja cks labeled D. Note
Before you can benefit from t he optical connection, you w ill need to assign the optical connector to
the audio source in the system settings menu. See “Media center options” on page 61. As an option,
you may use an optical digital co nnec tion. Instructions and terminology pertinent to these external
devices may var y, depending on the m anufa cturer. Cons ult the owner’ s guide that came with the
device for clarification on setup and usage before making a ny connections. Optical digital audio
input Coaxial digital audio inputs Connect the video output of the game console to the C com posite
Vid eo IN jack.Note R eplace the batteries when the remote co ntrol stops operating or its range
seems reduced.If you a r e not sure about the prope r vo ltage for your area, consult you r local
electrical authorities. 1. Insert the s mall connector en d of the power cord int o the AC INPUT conn
ector on the Acoustimass module Figure 20. 2. Insert the large end of the cord into an AC power
mains outlet. Note On 220240V models only, turn the Acoustimass mod ule POWER switch to on l.
Figure 20 Connecting to power Note Bose recommends using a safe ty agencyapproved surge
protector on al l electronic equipment. V oltage variations and s pikes can damage electronic



components in any system. A quality suppressor can el iminate th e vast majority of failures attr
ibuted to surges and may be purchased at el ectronics stores.Be sur e to perform step 4 and play the
setup DVD.

The DVD will automatically begin to play. See your TV owner’ s guide for help. Note Be sure to play
the setup DVD, included in t he carton with your system, as soon as all the connections are
completed. This w ill help you verify the connections you have made and confirm proper so und
performance. Name TV video input us ed In Stored source, plays all the tracks, if any, assigned to
the playlist. Can be used with other pla y mode options, like Encore. In Stored source, skips from the
track most r e cently play ing to the first track on the CD of origin and plays that CD fr om beginning
to end. Symbol Function When a vide o sour ce is selected, changes the video aspect ratio between
Normal 43 and Widescreen 169. Red Record Red Green Y ellow Blue Note More than one code may
work w ith your particula r brand of product. If you notice a lack of response or limited fun ctionality
after setting up the remote, tr y a different code. Note The remote status LED f lashes rapidly eight
times if you pre ss an invalid key, or enter an unavailable device code. W ait seven seconds for the
error to clear and start again. Direct entry of a device code Device codes can be found at the back of
this owner’ s guide or in the System menu under Remote Control options. The LED will tur n of f
temporarily as you press each key. 4. Check that the LED tur ns off after the co de is entered. If the
LED blinks, the code is invalid. T ry again. 5. Point the r emote at your TV and pr ess the TV OnOf f
button. If y our TV does not respond, go back to Step 2 and try other codes. If you are still
unsuccessful, see “Searching for a device code” on page 32. The LED will tur n off temporarily as
you press each key. If you are still unsuccessful, see “Sear ching for a device code” below. The LED
will turn off temporarily as you press each key. 4. Check that the LED tur ns off after the code is
entered. If the LED blinks, the code is invalid. T ry again. 5.


